Outline Installation Dimensions

XNX has two integral mounting lugs on the transmitter body. The transmitter may be fixed directly to a surface, or to a horizontal or vertical pipe/
structure, @100-150mm (D4 to 6”) using a U bolt and pipe mounting bracket. Below are surface mounted outline installation dimensions for the

different XNX configurations.
Note: All dimensions are typical and are in milimeters. There are small differences in size between the aluminium version (shown) and stainless steel version. This does not effect the location of

the mounting holes.
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Note: When fitting the Storm Baffle accessory (2108B0280) to the Searchpoint Optima Plus, please use the Fitting Kit (2108B0270).
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Outline Installation Dimensions

XNX IR with Searchpoint Optima Plus
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Outline Installation Dimensions
XNX with Remote Sensepoint HT and Feel Junction Box
197
160
142

161

93

43
1

153

80

%" NPT cable entries fitted
with certified blanking plugs

XNX with Remote Sensepoint Model 705 HT and Junction Box
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Wiring Schematics
The XNX transmitter may be configured current source, sink or isolated. These options are offered to allow greater flexibility in the type of control
system that it can be used with. Source/sink/isolated is selectable via the switch located on the back side of the POD.
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XNX Sink Configuration i

XNX Source Configuration

Note: Terminate cable screen at the detector or the controller, not both.

XNX Isolated Configuration




